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W912DW-04-Q-0186 Temperature and Flow Gauge, Bridgeport, Washington

1. This Amendment one (0001) provides the following changes:

2. The quote submittal date/time is extended to 27 September 2004 2:00 PM Local Time from 24 September 2004 11:00 AM Local Time.

3. Add in Line Item 0002 on the  Pressure Diffential Gauge see attached specification.
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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
 
 
The following items are applicable to this modification:    
 
 

A. This amendment is issued to reflect the following changes to the solicitation. 
 

1. The following line item 0002 Pressure Differential Gauges Units  has been added to the 
solicitation with the attached specification. 
 

 
                    QTY : 34 ________    UNIT  PRICE___________ TOTAL PRICE__________ 
 
         
        B.   The quote submittal date/time is extended to 27 September 2004 at 2:00 PM Local  
               Time.  
 
        Encl: 
        Attached Specification 
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        SPECIFICATION LINE ITEM TWO 
 

Specifications Pressure Differential Gauges Units 1 thru 16 
 
Scope 

This specification covers the supply of pressure differential gauges to Chief Joseph Dam 
Project, Bridgeport, WA. 

 
Low-Pressure GPM Indicating Differential Pressure Gauge/Switch 
1. Gauge Type: 

a. 6” dial differential pressure gauge, Ashcroft or equal. 
b. H2O ranges see Table 1. 
c. With false reading dial of 0 to xxx GPM see Table 1. 
d. Range and quantity as indicated in Table 1. 

 
2. Gauge Description: 

a. 6" dial. 
b. Low-pressure differential, GPM indicating. 
c. Stainless steel diaphragm and housing and socket material. 
d. 1/4" NPTF lower connection. 
e. Wall mounting bracket. 
f. Electric warning contacts, N.O./N.C., with separate commons. 
g. No mercury shall be permitted. 

 
3. Specifications: 

a. Gauge shall be +/- 2.5% full-scale accuracy or better, 6” diameter stainless steel case 
(IP54 rating) with diaphragm made from high strength cobalt alloy (Duratherm 600 = 
NiCrCo alloy) or equal and AISI 300 series stainless steel movement. 

b. Gauge shall permit adjustment of zero and contact set points externally from the front 
of the gauge without removing the gauge from it’s mounting. 

c. Case shall include a wall-mounting bracket. 
d. Dial shall be a false-reading, white face with black indicators with dial indicating 

specified GPM (Gallons per minute) see Table 1. 
e. Dial shall at least meet the recommended minimums of ASME B40.4-2001 / 7.2 thru 

7.4. 
f. The dial shall be designed to prevent parallax (anti-parallax) reading errors. 
g. Gauge shall be capable of withstanding a minimum static pressure of 145 psi without 

sustaining damage. 
h. The electric contacts shall have adjustable set points and switch ratings shall be no 

less than 125V AC, 1 amp (125VDC, .5) amp resistive load max switching current. 
i. Electrical switch contacts shall be magnetic type snap-action contacts, electrically 

independent (separate commons) and ungrounded. 
j. Contact materials shall be silver palladium (AgPd 80/20) or better (gold). 
k. Contact wires must exit rear of case. 
l. One normally open (N.O.) and one normally closed (N.C.) contact at zero differential. 
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m. Contacts shall change state at the preset values as the pointer increments clockwise. 
n. Contact materials shall be silver palladium (AgPd 80/20) or better (gold). 
o. Electrical switch ratings shall be no less than 125V AC, 1 amp (125VDC, .5 amp) 

resistive load max switching current. 
 

Table 1 - Low-Pressure GPM Differential Pressure Gauge/Switch: 
 

 
 
 
 
 
 

Quantity Dial Range (GPM) Inches H2O Range  
Ea.17 0 – 60    100” 
Ea.17 0 – 1600    300” 


